
FULL LENGTH
IR SAFETY EDGE
TYP. BOTH DOORS

2 1/4"
CLEAR

7'
-6

 1
/4

" O
/O

 S
TE

EL

PIT LADDER
1 

1/
4"

 C
LE

AR
 B

ET
W

EE
N

 S
IL

LS

GUIDE RAIL

HOLELESS
JACK TYP.

8'-4" O/O STEEL

5'-10"

4'
-9

 1
/4

"
CAR

STATION

PIT SWITCH

SINGLE SPEED, SINGLE SLIDE
DOOR WTH POWER ORPERATOR

OPENING.
CLEAR DOOR

5'
-2

"

2500#
Capacity:

6'-2" PLATFORM

5'
-7

 3
/8

" P
LA

TF
O

R
M

ELECTRICAL
TROUGH

STAINLESS STEEL
HANDRAIL 1-1/4" Ø
WITH 1-1/2" CLEAR

TO THE WALL

SIDE HANDRAILS
(NOT SHOWN)

OPTIONAL

7'
-8

 3
/4

" O
/O

 2
H

R
 F

IR
EW

AL
L

8'-6 1/2" O/O 2 HR FIREWALL

2 HR FIREWALL
(BASED ON

U.L. DESIGN
NUMBERS

U419, V438)
W/ 5/8" TYPE X

EXTERIOR
SHEATHING

7 3/4" CLEAR7 3/4" CLEAR

3'
-9

 1
/8

" J
AC

K 
& 

BU
FF

ER
S

4'
-7

 1
/8

" R
AI

L

CL

CL

6'-3 3/4" D.B.G.

FRONT
3'-0"1'-6 1/4" 4'-0 1/4"

7'
-9

 3
/4

" O
/O

 E
N

TR
AN

C
E 

FR
AM

E

NOT INTENDED FOR
USE ONLY AND ARE
FOR REFERENCE

CONSTRUCTION.
PURPOSES OF
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WITHIN 1 DEGREE)

1 PIECE IN-GROUND JACK
PISTON LENGTH = JOB SPECIFIC

CYLINDER LENGTH = JOB SPECIFIC
CLEARANCE PROVIDED

BETWEEN PISTON & CYLINDER
WHEN CAR IS ON

COMPRESSED SPRINGS IS 1"

PROVIDE PVC
LINER FOR
CYLINDER
(BY OTHERS)

WATER STOP RING AND
GROUTING OF HOLE

AFTER CYLINDER
ASSEMBLY IS

INSTALLED
(BY OTHERS)

Non-shrink grout must be
placed under tower
column base plates and
around jacks after installation
(BY OTHERS)

BOND WIRE LUG BY P.M.E.
WIRE & GROUND ROD BY OTHERS
PER N.E.C.

The section view is for informational / dimensional
data.  See the hoistway plan view for actual
equipment locations.
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FRONT EXIT ELEVATOR CAB

N.T.S. CAB-WF-1

P.M.E.'s typical front standard size elevator car.
Capacity = 2500 lbs.

Car enclosure - laminate on wood
All material for car enclosures meet the requirements of
ASME A17.1 RULE 2.14.2.1
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(MIRROR IMAGE IS AVAILABLE)
RIGHT FRONT DOOR

PLAN VIEW

3'-0"

OPENING.
CLEAR DOOR

Stainless Steel Runby Jamb
Optional only -
Additional car traveling
lantern located in
return jamb

Infrared Safety Edge
(to meet IBC

Sect. 3003.4.5)

Stainless Steel
Closing Jamb with

Car Traveling Lantern
(Lantern in Jamb)

Optional -
Stainless Steel Side Handrails

1-1/4"Ø with 1-1/2"
clear to the wall

White Baked Enamel
(typical both doors)

Main Car Station
w/ Car Position

Indicator

Plastic Laminate
Wall Finish

Stainless Steel Transom

Single Speed, Single Slide Door
with Power Operator

1
2

3
4

Stainless Steel Rear Handrail
1-1/4"Ø with 1-1/2"

clear to the wall

FRONT
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EMERGENCY EXIT DOOR
ROOF PLAN VIEW
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Polycarbonate
Ceiling Panels
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REFLECTIVE CEILING PLAN

Barrel Slide Bolt
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CEILING PLAN - front exit elevator car

N.T.S. CAB-WF-3

AutoCAD SHX Text
SIZE

AutoCAD SHX Text
REV

AutoCAD SHX Text
REV. DATE

AutoCAD SHX Text
FILE NO.

AutoCAD SHX Text
DWG NO.

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
SCALE:



7'
-1

1 
1/

4"

Stainless Steel Jambs
3'-0"

Light Fixtures
(not shown)

ELEVATION NO. 1

CLEAR DOOR
WIDTH

7'
-0

"
C

LE
AR

 D
O

O
R

3/
4"

3/
4"2"

1" TYP

Welded Structural
Steel Platform

PL
YW

O
O

D
 P

AI
N

TE
D

 W
IT

H

FI
N

IS
H

ED
 F

LO
O

R
IN

G
 /

TH
IC

KN
ES

S
PL

AT
FO

R
M

2 
C

O
AT

S 
O

F 
FI

R
E 

R
ET

AR
D

AN
T 

PA
IN

T

BY
 O

TH
ER

S
U

N
D

ER
LA

YM
EN

T

H
EI

G
H

T

Plastic Laminated to
1" MDO Board w/ 2 Coats

of Fire Resistant Paint

Pad Hooks
(optional)Stainless Steel Transom

Infrared Door Detector-
Full Length Curtain
Lowest Beam 1"
Highest Beam 64"
Total of 212 Beams
to Meet IBC
Sect. 3003.4.5
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Underside of Platform
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with Power Operator
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Aluminum
Ceiling Framing

w/ Removable
Polycarbonate
Ceiling Panels

Optional -
Stainless Steel Side Handrail

1-1/4"Ø with 1-1/2"
Clear to the Wall

White Baked
Enamel Vent
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Plastic Laminated to
1" MDO Board
w/ 2 Coats of
Fire Retardant
Paint

Underside of Platform Painted
with 2 Coats of
Fire Retardant Paint

ELEVATION NO. 2
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.

Pad Hooks
(optional)

Light Fixtures
(not shown)

Welded Structural Steel Platform

1 Layer of 3/4" Plywood,
3/4" Finish

Flooring / Underlayment
(by others)

Power Door Operator

Stainless Steel
Closing Jamb

6'
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"

Car Traveling Lantern

Stainless Steel Handrail
1-1/4"Ø with 1-1/2"
Clear to the Wall
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ELEVATION NO. 3

Plastic Laminated to
TO 1" MDO Board

w/ 2 Layers of
Fire Retardant Paint

Optional -
Stainless Steel Side Handrails

 1-1/4"Ø with 1-1/2"
Clear to the Wall

1 Layer of 3/4" Plywood,
3/4" Finish Flooring/

Underlayment (by others)

1" TYP

Welded Structural
Steel Platform

Pad Hooks
(optional) Light Fixtures

(not shown)
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Clear to the Wall
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ELEVATION NO.3 - front exit elevator car
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Plastic Laminated to
1" MDO Board
w/ 2 Coats of

Fire Retardant
Paint

Underside of Platform Painted with
2 Coats of Fire Retardant Paint
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.

6" White Baked
Enamel Vent

ELEVATION NO. 4

1 Layer of 3/4" Plywood,
3/4" Finish
Flooring / Underlayment
(by others)

Welded Structural Steel Platform

Optional -
Stainless Steel Side Handrail
1-1/4"Ø with 1-1/2"
Clear to the Wall

Light Fixtures
(not shown)

Pad Hooks
(optional)

Aluminum
Ceiling Framing
w/ Removable
Polycarbonate
Ceiling Panels

Power Door Operator

Stainless Steel
Return Jamb

Stainless Steel Handrail
1-1/4"Ø with 1-1/2"

Clear to the Wall
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N.T.S. CAB-WF-7

AutoCAD SHX Text
SIZE

AutoCAD SHX Text
REV

AutoCAD SHX Text
REV. DATE

AutoCAD SHX Text
FILE NO.

AutoCAD SHX Text
DWG NO.

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
SCALE:


	Sheets and Views
	WFR-WFR-1HR (1HR RATING)
	WFR-WFR-2HR (2HR RATING)
	WFR-WX-P1
	WFR-WX-P2
	WFR-cab cover page
	WFR-cab plan view
	WFR-cab ceiling plan
	WFR-cab elevation #1
	WFR-cab elevation #2
	WFR-cab elevation #3
	WFR-cab elevation #4
	WFR-Section view - holeless
	WFR-Section view - holed
	WF-WF-1HR (1HR RATING)
	WF-WF-2HR (2HR RATING)
	WF-WX-P1
	WF-WX-P2
	WF-cab cover page
	WF-cab plan view
	WF-cab ceiling plan
	WF-cab elevation #1
	WF-cab elevation #2
	WF-cab elevation #3
	WF-cab elevation #4
	WF-Section view - holeless
	WF-Section view - holed


