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MODEL WF / WFR PIT PLAN - HOLELESS JACKS

1/2"=1'-0" WX-P2

AC4000 TYPICALLY USES HOLED
JACK.  ONLY UNDER CERTAIN
CIRCUMSTANCES CAN HOLELESS
JACKS BE USED.
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data.  See the hoistway plan view for actual
equipment locations.
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FRONT/REAR EXIT ELEVATOR CAB

N.T.S. CAB-WFR-1

P.M.E.'s typical front/rear standard size elevator car.
Capacity = 2000 lbs.

Car enclosure - laminate on wood
All material for car enclosures meet the requirements of
ASME A17.1 RULE 2.14.2.1
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(MIRROR IMAGE IS AVAILABLE)
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PLAN VIEW
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FRONT/REAR EXIT ELEVATOR CAB - PLAN VIEW

N.T.S. CAB-WFR-2
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CEILING PLAN - front/rear exit elevator car
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ELEVATION NO. 1 - front/rear exit elevator car
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Aluminum
Ceiling Framing

w/ Removable
Polycarbonate
Ceiling Panels

Stainless Steel Side Handrail
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Clear to the Wall
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Fire Retardant
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ELEVATION NO. 2 - front/rear exit elevator car
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ELEVATION NO. 3
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Plastic Laminated to
1" MDO Board w/ 2 Coats
of Fire Resistant Paint

Stainless Steel Transom

Infrared Door Detector-
Full Length Curtain

Lowest Beam 1"
Highest Beam 64"

Total of 212 Beams
to Meet IBC

Sect. 3003.4.5
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Extruded Aluminum Sill

Underside of Platform
Painted with 2 Coats of

Fire Retardant Paint

Optional -
Stainless Steel Side Handrails

1-1/4"Ø with 1-1/2" Clear to the Wall

Single Speed, Single Slide Door
with Power Operator
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ELEVATION NO.3 - front/rear exit elevator car
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1" MDO Board
w/ 2 Coats of

Fire Retardant
Paint

Underside of Platform Painted with
2 Coats of Fire Retardant Paint
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Enamel Vent

ELEVATION NO. 4

1 Layer of 3/4" Plywood,
3/4" Finish
Flooring / Underlayment
(by others)

Welded Structural Steel Platform

Stainless Steel Side Handrail
1-1/4"Ø with 1-1/2"
Clear to the Wall

Light Fixtures
(not shown)
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(optional)

Aluminum
Ceiling Framing
w/ Removable
Polycarbonate
Ceiling Panels

Power Door Operator

Stainless Steel
Return Jamb
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ELEVATION NO. 4 - front/rear exit elevator car
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